
RONDA BOXRONDA LONG BOX

PRODUCT AT A GLANCE 

Installation Concealed installation

Power Supply •  9V battery   •  9V transformer

Operating pressure 0.5-8.0 bar (15.0 - 116.0 PSI).

Water Supply Cold and premixed water

Water flow 6 LPM / 1.58 GPM 
Optional upon special request  4 LPM / 1 GMP

Water Saving Options 4 LPM / 1 GPM ; 3 LPM / 0.8 GPM 1.89 LPM / 0.5 GPM ; 1.3 LPM 0.35 GPM - 
PCA spray

Water Temperature 70°C Maximum

Security Time 90 seconds. Customizable by remote control

SPECIFICATIONs

Touch-free wall-mounted electronic faucet. Activated by an infrared sensor. For concrete and brick wall 
installations. For cold or premixed water. Powered by 9V battery or a 9V transformer. Chrome plated body, 
other finishes available. Adjustable setting by remote control: sensor range, security time, delay in, delay out, 
on-off and reset to factory settings.

OPERATION

The touch free electronic faucet will automatically activate when the user places hands within the sensor
range and will deactivate automatically once the user moves hands outside of the sensor range.

APPLICATION

Wall-mounted faucet. Combines a minimalistic design with vandal resistant features. Helps washrooms 
stay clean and saves water. Easy installation. Long lasting even in the harshest installation sites. Ideal for 
shopping malls, sport facilities and entertainment centers.
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RONDA BOX & RONDA LONG BOX
TOUCH-FREE ELECTRONIC LAVATORY FAUCET

OPTIONS

Option code

Remote control KSL01030

Matching RONDA SD                                      KSL00935 

ORDERING INFORMATION 

Model Code Power Additional specifications 

RONDA BOX KSL00180 
9V battery/
9V transformer 

Concealed installation in concrete and brick walls

RONDA LONG BOX KSL00170
9V battery/
9V transformer 

Concealed installation in concrete and brick walls.
Long Spout 220 mm

This graph applies to 0.5 GPM option only.
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